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Rechtsgrundlage: Art. 26, 51 und 51A (Verordnung über die Lufttüchtigkeit von Luftfahrzeugen: SR 748.215.1) 
Base juridique: Art. 26, 51 et 51A (Ordonnance sur la navigabilité des aéronefs: SR 748.215.1) 
Base giuridica: Art. 26, 51 e 51A (Ordinanza concernente la navigabilità degli aeromobili: SR 748.215.1) 
Legal base: Art. 26, 51 and 51A (Ordinance on the airworthiness of aircraft: SR 748.215.1) 

 
 

  
Issue Date: 23 July 2020 
  
ATA Chapter: ATA 05 – Time Limits / Maintenance Checks 
  
Subject: Time Limits / Maintenance Checks –  

Airworthiness Limitations Section – Amendment 
  
Supersedure / Revised 
AD(s): 

This AD supersedes FOCA AD HB-2019-004 dated 20 December 2019, 
including its correction dated 03 March 2020. 

  
Type Certificate  
Holder’s Name: 

Pilatus Aircraft Ltd. 

  
Manufacturer(s): Pilatus Aircraft Ltd. 
  
Applicability: Model PC-7 aeroplanes, all Manufacturers Serial Numbers (MSN). 
  
Definitions For the purpose of this AD, the following definitions apply: 

 
The ALS: 
Pilatus PC-7 Aircraft Maintenance Manual (AMM) Chapter 05-00-00  
Document Number 01715 and PC-7 AMM Chapter 05-00-00 Document 
Number 02416, both at issue 45 dated 30 June 2020, as applicable to 
aeroplane model. 
 
The AMP: 
The approved Aircraft Maintenance Programme (AMP), on the basis of 
which the operator or the owner ensures the continuing airworthiness of 
each operated aeroplane. 
 
New and/or more restrictive tasks and limitations: 
This includes all tasks that are new and all tasks for which a threshold or 
interval was reduced, which were introduced into the ALS (as defined in 
this AD) since the previous ALS Revision that is currently incorporated in 
the AMP. 

  
Reason: The airworthiness limitations and certification maintenance instructions for 

Pilatus PC-7 aeroplanes, which are approved by FOCA, are currently 
defined and published in the Pilatus PC-7 AMM Chapter 5. These  
instructions have been identified as mandatory for continued  
airworthiness. 
 
Failure to accomplish these instructions could result in an unsafe  
condition. 
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Base juridique: Art. 26, 51 et 51A (Ordonnance sur la navigabilité des aéronefs: SR 748.215.1) 
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Previously, FOCA issued AD HB-2019-004 (later corrected) to require 
implementation of the maintenance tasks and airworthiness limitations as 
specified in Pilatus PC-7 AMM Document Number 01715, or Document 
Number 02416, both at issue 44, as applicable. 
 
Since that AD was issued, Pilatus amended the ALS, as defined in this 
AD, to introduce new mandatory repetitive inspection for the flap pivot arm 
assemblies and a change to the Oxygen cylinder and pressure reducer 
task (Chapter 35 - Oxygen) to remove the reference to the part numbers. 
 
For the reason described above, this AD retains the requirements of  
FOCA AD HB-2019-004 including its correction, which is superseded, and 
requires accomplishment of the actions specified in the ALS. 

  
Required Action(s) 
and Compliance 
Time(s): 

Required as indicated below, unless already accomplished: 
 
Maintenance Tasks and Replacement of Life Limited Parts: 
(1) From the effective date of this AD, accomplishment of the following 

actions, as specified in the applicable ALS, are applicable to aircraft 
configuration. 
 
(1.1) Replace each component before exceeding the applicable life 
 limit, and 
 
(1.2) Within the thresholds and intervals (see Note 1 of this AD),  
 accomplish all applicable maintenance tasks. 

 
Note 1: 
For the purpose of this AD, the thresholds and intervals as  
defined in the ‘TIME LIMITED INSPECTION REQUIREMENTS’ pages of 
the ALS include specific compliance times for certain tasks. 
 
Corrective Action(s): 
(2) In case of finding discrepancies (as defined in the ALS) during  

accomplishment of any task as required by paragraph (1) of this AD, 
within the compliance time specified in the ALS, accomplish the  
applicable corrective action(s) in accordance with the applicable  
Pilatus maintenance documentation. If no compliance time is 
identified in the ALS, accomplish the applicable corrective action(s) 
before next flight. If a detected discrepancy is not identified in the 
ALS, before next flight, contact Pilatus for approved instructions and 
accomplish those instructions accordingly. 

 
AMP Revision: 
(3) Within 12 months after the effective date of this AD, revise the  

approved AMP by incorporating the limitations, tasks and associated 
thresholds and intervals described in the ALS, as applicable to  
aeroplane model and depending on aeroplane configuration. 
 

Credit: 
(4) If, before the effective date of this AD, the AMP has been revised to 

incorporate the maintenance tasks and life limitations as specified in 
a previous version of the ALS, that action ensures the continued  
accomplishment of those tasks and limitations. 
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 Consequently, for an aeroplane to which that AMP applies, it is 
acceptable to accomplish the new and/or more restrictive tasks and 
limitations as specified in the ALS, as applicable to aeroplane model 
and depending on aeroplane configuration, within the compliance 
times (see Note 1 of this AD) as specified in the ALS to comply with 
paragraph (2) of this AD. 

 
 For that AMP, it is acceptable to incorporate the new and/or more 

restrictive tasks and limitations as specified in the ALS, as  
applicable to aeroplane model and depending on aeroplane  
configuration, into the AMP to comply with paragraph (3) of this AD. 

 
Recording AD Compliance: 
(5) When the AMP of an aeroplane has been revised as required by 

paragraph (3) or (4) of this AD, as applicable, that action ensures 
continued accomplishment of the tasks as required by paragraphs 
(1) and (2) of this AD for that aeroplane. Consequently, after revising 
the AMP, as required by paragraph (3) or (4) of this AD, as  
applicable, it is not necessary that accomplishment of individual  
action is recorded for demonstration of AD compliance on a  
continued basis. 

  
Ref. Publication(s): Pilatus PC-7 AMM, Chapter 05-00-00, Document Number 01715, issue 45 

dated 30 June 2020. 
 
Pilatus PC-7 AMM, Chapter 05-00-00, Document Number 02416, issue 45 
dated 30 June 2020. 
 
The use of later approved revisions of this document is acceptable for 
compliance with the requirements of this AD. 

  
For further information 
contact: 

The applicable manufacturer’s documentation may be obtained directly 
from: 
 
PILATUS AIRCRAFT LTD. 
Customer Technical Support (MCC) 
P.O. Box 992 
CH-6371 Stans, Switzerland 
 
Tel.: +41 (0)41 619 67 74 Fax: +41 (0)41 619 67 73 
E-mail: Techsupport@pilatus-aircraft.com  
 
 
For further information contact: 
 
FEDERAL OFFICE OF CIVIL AVIATION (FOCA) 
Airworthiness Engineering (STIL) 
CH-3003 Bern, Switzerland 
 
E-mail: airdir@bazl.admin.ch  
 

 

mailto:Techsupport@pilatus-aircraft.com
mailto:airdir@bazl.admin.ch

